PROmesh B8
compact

PROmesh B8

PROmesh B28-R

PROmesh B16

PROmesh B12 PoE

PROmesh B28-RL

»

General data

Line diagnosis
EMC monitoring

TCP/IP
retransmission

Environment
monitoring

Performance
monitoring

Ports

PROFINET standard

PROFINET
Conformance class

Netload class
Routing

Firewall
PoE

VLAN
Redundancy

SNMP
Protection rating

Operating
temperature

Voltage supply

Dimensions
(Wx H x D) in mm

Weight

Type of assembly
Backplane [Gbps]
Throughput [Mpps]

Shared buffer
[Mbit]

Article number 114110501 114110510 114110251 1141
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24V,
temperature

v

8 x 100 Mbit/s

V2.4

III

X

X
v
MRP, RSTP
vl, v2c, v3
IP20
-10 °C to 60 °C
24 VDC

53 x 138 x 110

700 g
Top hat rail
6,3
1,6
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24V,
temperature

v

8 x 100 Mbit/s

V2.4

III

x
x
v
MRP, RSTP

vl, v2c, v3

IP20

-10 °C to 60 °C

24 \IDC

50 x 100 x 60

350 g
Top hat rail
6,3
1,6
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24V,
temperature

v

16 x 100 Mbit/
RI45

V2.4

III

x
x
v
MRP, RSTP
vl, v2c, v3

IP20

-10 °C to 60 °C

24 VDC

53 x 138 x 110

800 g
Top hat rail
13,4
3,7
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X

8 x 1 Ghit/s RJ45
2 x 1 Ghit/s SFP
2 x 2,5 Ghit/s SFP

X

30 W (max. 120 W)
v
RSTP, MSTP
vl, v2c, v3
1P40
-40 °Cto 75 °C
24 VDC

53 x 138 x 110

780 g
Top hat rail

30
22, 32
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X

x

16 x 1 Gbit/s RJ45 16 x 1 Ghit/s RI45

8 x 1 Gbit/s
Combo Ports

4 x 1 Gbit/SFP

X

A

X
X

v
MRP, RSTP, MSTP

vl, v2, v3
IP30

-40 °Cto 75 °C
100 - 240 VAC

440 x 44 x 305

3940 g
19-inch rack

8 x 1 Gbit/s
Combo Ports

4 x 10 Gbit/SFP

x

A
X

NAT, VRRP, RIP,
OSPF, BGP

v

X
v
MRP, RSTP, MSTP

vl, v2, v3
IP30

-40 °Cto 75 °C
100 - 240 VAC

440 x 44 x 305

3940 g

19-inch rack
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